
                                                                                                                                                                         

                                                                                               Road Hog           
                                                                                                                  Planer and stabilizer attachment 
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   Standard features and equipment   
·     Designed to cut asphalt, concrete, utility trenches and reclaim or stabilize pavement and base 
·     Pavement is recycled in place and can be reused for base reconstruction or trench backfill 
·     Units are self contained and require no hydraulic or electrical power from the loader 
· Available with John Deere or Caterpillar Tier 3 turbocharged diesel engines 
· Hydraulic clutch transfers power to a double reduction planetary gear driveline within the drum 
· Master control panel activates engine functions and cutting depth, tilt ( slope ) and sideshift adjustments 
        Includes display of engine rpm, oil pressure, water temperature, volts, fuel consumption, hour meter  
· Wireless remote transmitter controls engine functions and cutting drum adjustments from up to 50 feet away 
· Drum sideshift allows shoulder milling and reduces loader repositioning within the traffic lane         
· Drum tilt ( slope ) control for matching grades and making bevel or header cuts 
· Drum cutting depth of 0 to 12 inches on wheel loader models, 0 to 8 inches on loader backhoe models 
· Hydraulically assisted drum access hood on 48, 60 and 72” models 
· Water spraybar with nozzles ( complete 40 or 80 gallon pressurized water system is available as an option ) 
· Adjustable waste gate controls the size of discharged material  ( optional on RH3075 and RH4075 ) 
· Removable front plate allows stabilizing material to be placed in front of the drum during mixing operations 
· 75hp class units are compatible with loader backhoes; 140 and 200hp class units are for wheel loaders   
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RH Series  
Self Powered 
Cold Planer 

Model                       Engine horsepower Cutting width Cutting dept h Tilt   # of cutting teeth      Sideshift travel W eight* 

  RH3075   Deere   76hp    Cat    78hp 30 inches 0 to 8 inches +- 5 degrees 66           30 inches 4,7 00 

  RH4075   Deere   76hp    Cat    78hp 40 inches 0 to 8 inches +- 5 degrees 82           30 inches 4,9 00 

RH40140   Deere 140hp    Cat  138hp 40 inches 0 to 12 inches +- 5 degrees 106           30 inches  10,100 

RH60140   Deere 140hp    Cat  138hp 60 inches 0 to 12 inches +- 5 degrees 150           30 inches 11,2 50 

RH48200   Deere 200hp    Cat  202hp 48 inches 0 to 12 inches +- 5 degrees 123           30 inches 11,3 00 

RH60200   Deere 200hp    Cat  202hp 60 inches 0 to 12 inches +- 5 degrees 150            30 inches 11, 750 

RH72200   Deere 200hp    Cat  202hp 72 inches 0 to 12 inches not available 133            24 inches 12 ,450 

RH48140  Deere 140hp    Cat   138hp 48 inches 0 to 12 inches +- 5 degrees 123           30 inches  10,650 

* Weights shown are for the base unit, without mounting frame or water system 

 
RH3075 
RH4075 
RH40140 
RH48140 
RH60140 
RH48200 
RH60200 
RH72200 
 
CP12LF 
CP16LF 
 
CP18 
CP24 
CP30 
CP40 
 
RS10-2.5 
RS10-4.5 
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  Sold and serviced by: 

 Tooth pattern is optimized for milling or reclamati on 

Skidsteer models up to 40” cut  

 Single pass cut prior to utility line installation  

Width                   RH3075 RH4075 RH40140 RH60140 RH48200 RH72200 

      24”  x x x    

30”  x x x  x  

36”  x x  x  

48”     x x  

40”   x x  x  

RH60200 
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 Optional cutting drum application chart  

 Optional  pressurized water system 

 RH4075  loader backhoe model  

   In place pavement recycling  

  Full depth reclamation 

Wireless remote  

Available in quick attach or pin on style  

 Master control panel 

  Controlled pavement removal  


